@ Rance The Studio MODEL AP1-46A8 


FULL CAPACITY OVEN 
Two units—Calrod lower, 
open coil upper—for flex- 
ibility, economy, speed. 
Holds complete meal for 12. 
Sliding non-tip shelves. 


OPEN-COIL BROILER UNIT 


Large aluminized-baffle 
broiler unit gives fast, even 
broiling. Waist-high, no 
stooping. Large, deep broiler- 
roaster pan and rack. 


NO-STAIN OVEN VENT 


Exclusive G-E feature. Con- 
trols oven vapors. Helps keep 
kitchen walls and curtains 
clean. Maintains proper hu- 
midity in the oven. 


5-HEAT CLEAN-SPEED CALROD 
A heat for every cooking 
need. One giant, two utility 
units—super-fast, self-clean- 
ing, durable. Easy-out alumi- 
num pan under each unit. 


HI-VISIBILITY PANEL 


Switches, oven temperature 
control, appliance receptacle 
and pilot light conveniently 
arranged on easy-to-see front 
panel. Smart appearance. 


EFFICIENT OVEN INSULATION 


Oven heavily insulated on all 
six sides with mineral insula- 
tion. Holds heat in oven for 
better results and greater 
economy. 


UNIT EQUIPMENT 


5-Heat Calrod Surface Units 


Two 6-in. units, 1250 watts each One 8-in. unit, 2100 watts 


Two Oven Units 
One Calrod lower unit, 2400 watts 
One open-coil upper unit, 2400/1600 watts 


OVEN DIMENSIONS—16 in. wide by 15 in. high by 20 in. deep 
TOTAL CONNECTED LOAD—9.3 kw 
APPROXIMATE SHIPPING WEIGHT—190 lbs. 


Range for operation on 118/236-volt, AC single-phase, 3-wire service, 
60 cycles. For other than standard connections consult your G-E dealer. 


Specifications Subject to Change without Notice 


540-2003 


SPECIFICATIONS AND EQUIPMENT 


Three 5-heat clean-speed Calrod units 
Acid-resistant one-piece cooking top 
No-stain oven vent 

Broiler meter 

Oven shelf space indications 


Non-tip, lock-stop oven shelves—one straight, 
one reversible 


Convenient oven pilot light 
Handy appliance receptacle 


Two oven units. Hermetically sealed Calrod 
lower; open coil upper 


Flush-to-floor toe-cove base 


Ball bearing equipped, counter-balanced oven 
door 


Full porcelain front; white Glyptal sides 
Bright-finish, deluxe hardware 

White Plaskon switch buttons with silver fill 
Switch positions marked on buttons 

Unit indicators above switches 

Large, easy-to-remove drip tray 


Easy-to-clean, speckled blue porcelain finish 
oven lining 


Streamlined oven shelf supports 
Oven heavily insulated on all six sides 


Porcelain finish, easy-to-clean broiler pan and 
rack 


Front-servicing oven and switches 
Hydraulic-type oven temperature control 
Instruction card 


General Electric warranty 
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Printed in U.S.A. 


